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System Requirements 
 
PowerSight Manager is a powerful program that is designed to operate on modest systems.  
However, having certain system resources will dramatically improve its performance.   
 
Following is a list of capabilities required in your PC system in order to run PSM: 
 Operating system:  Windows ® XP or newer 
 USB Port:  Unused USB port  (for installation) and a hard disk with at least 20 MB free  
 Serial Communications:  Bluetooth serial port (for models PS4000, PS3000, PS250 you 

need one RS-232 connection, or one USB connection with RS-232 adapter, or one 
Ethernet connection through your network with RS-232 adapter. 

 Display:  VGA or better capability. 

Installing and Running PowerSight Manager 
 
The USB Thumb Drive that accompanies this guide contains all the files required to begin 
using PowerSight Manager.  Following installation, refer to the Help system within it for 
answers to all your questions.  
 
1. Insert USB Thumb Drive into open USB port 
2. Explore the USB drive. There should be multiple folders and a ReadMe.txt file.  
3. Open the ReadME.TXT file to find the location of the PSM installation program. 
4. The Read ME file should say (unless changed) to run PSMONE.exe from the 

[USBport]:\software\PSMONE.exe 
5. Follow any instructions that appear on the screen.  For easy installation, click on the 

“Next” button each time it stops to ask a question and click on “Finish” at the end. 
 
To run PowerSight Manager in the future, select “Start” then guide your mouse from 
“Programs” to “PowerSight” to “PowerSight Manager” and click on “PowerSight Manager”.  
You can also double click on the PowerSight manager icon that is loaded on your desktop.  
Remember, the software on the disk is only licensed for use with your PowerSight meters. 
 
We have extensive support resources available on the USB Thumb Drive.  Examine the 
Drive for support in the following areas:  troubleshooting, sample data and setups, 
application notes, manuals, product sales literature, software and firmware. 
 
For more information on our products contact: 
 
Summit Technology Inc.      Voice: 1-925-944-1212 
2246 Monument Blvd Fax:    1-925-521-1220 
Pleasant Hill, CA 94523 Email: support@powersight.com 
 
PowerSight® is a trademark of Summit Technology. Specifications are subject to change without notice. 2015 


